
Catalogue 4462 Global EditionB-3

Hoses with design factor 4:1
1068X / 1063X / 106LX – 1923X / 192LX 

MATERIAL Carbon Steel, zinc plated 
C: Stainless steel (AISI 316), other materials on request.

1068X / 1063X / 106LX – JIC female swivel

MATERIAL Stainless steel (AISI 316), other materials on request. 

1923X / 192LX – BSP female swivel (60° cone)
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1068X-4-04 6 -04 6.4 1/4 7/16 - 20 UNF 57 26 19 69.0 10,000 2.8 18.4

1068X-5-04 6 -04 6.4 1/4 1/2 - 20 UNF 55 24 19 80.0 11,600 3.6 18.4

1068X-6-04C 6 -04 6.4 1/4 9/16 - 18 UNF 55 24 19 80.0 11,600 3.6 18.4

1063X-6-06C 10 -06 9.5 3/8 9/16 - 18 UNF 69 33 22 69.0 10,000 5.3 23.2

106LX-8-08 12 -08 12.7 1/2 3/4 - 16 UNF 80 27 27 69.0 10,000 6.7 30.7

106LX-8-08C 12 -08 12.7 1/2 3/4 - 16 UNF 80 27 27 69.0 10,000 6.7 30.7

1923X-8-06C 10 -06 9.5 3/8 G 1/2 66 22 30 69 10,000 5.3 23.2

192LX-8-08 12 -08 12.7 1/2 G 1/2 75 21 30 130 18,850 6.7 30.7

192LX-8-08C 12 -08 12.7 1/2 G 1/2 75 21 30 130 18,850 6.7 30.7

192LX-12-08C 12 -08 12.7 1/2 G 3/4 85 30 32 130 18.850 6.7 30.7



Catalogue 4462 Global EditionB-4

Hoses with design factor 4:1
1C98X / 1C93X / 1C9LX  

MATERIAL Stainless steel (AISI 316), other materials on request.

1C98X / 1C93X / 1C9LX –  Metric female swivel
Heavy series
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1C98X-8-04C 6 -04 6.4 1/4 M16 x 1.5 59 27 19 69.0 10,000 3.6 18.4

1C98X-10-04C 6 -04 6.4 1/4 M18 x 1.5 65 33 22 69.0 10,000 3.6 18.4

1C93X-14-06C 10 -06 9.5 3/8 M22 x 1.5 75 30 30 69.0 10,000 5.3 23.2

1C93X-16-06C 10 -06 9.5 3/8 M24 x 1.5 88 34 30 69.0 10,000 5.3 23.2

1C9LX-16-08 12 -08 12.7 1/2 M24 x 1.5 88 34 30 130.0 18,850 6.6 30.0

1C9LX-16-08C 12 -08 12.7 1/2 M24 x 1.5 88 34 30 130.0 18,850 6.6 30.0




