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9200 Series Specifications:
Body Size Rated Flow Rated Pressure Temperature Body Material Sleeve Type Seal Material

1/2 12 gpm 3000 psi -40° F to +250° F Steel Push/pull/breakaway Nitrile

The 9200 Series coupler allows zero pressure connection and  
disconnection while either or both the coupler and nipple are 
under pressure. A lever operated cam locks both coupler and 
nipple valves in the open or closed position. “Closed”, the flow  
is shut off at the coupler, allowing easy connect and disconnect.  
Valves in the “Open” position are locked in place and unaffected 
by hydraulic surges. Valves will automatically close if the 
coupling is accidentally disconnected.  

Features:
•  Accepts ISO 5675 universal tips

•  Premier connect under pressure coupling

•  Locked valves prevent flow checking

•  Functionally can replace a double shut-off quick coupling and 
two high pressure ball valves

•  Protective zinc plating with clear trivalent chromate finish

Applications include:
•  Mobile equipment 

•  Industrial hydraulics

•  Not recommended for use with gaseous or compressible media 

Performance: 9200 Series (1/2")
Test Fluid: Oil - 200 SUS
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Parker Hannifin Corporation
Quick Coupling Division
Minneapolis, MN 
www.parker.com/quickcouplings
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9200 Series
Lever Actuated 
Accepts ISO 5675 nipples

Hydraulic Quick Couplings  
Connect Under Pressure

Contact QCD for availability and additional options.
To select proper seal materials, see Fluid Compatibility Chart or contact QCD.

Code Description Part Number Example
suffix W Ethylene Propylene seal material- EPR (Couplers) 9250-4-320W
suffix Y Fluorocarbon seal material (Couplers) 9250-4-320Y
suffix Z Neoprene seal material (Couplers) 9250-4-320Z

Optional Seal Materials:
(add code to part number)



B-45

9200 Series Couplers 

 

Body 
Size

Coupler
Part Number Port End Valve Type Orientation Length Largest  

Diameter
Wrench 

Flats
Weight 
(lbs.)

1/2 9250-4-320* 1/2-14 NPTF Poppet Left hand – yellow grip 5.37 1.50 1.13 1.98

1/2 9250-6-320* 9/16-18 UNF Poppet Left hand – yellow grip 5.37 1.50 1.13 2.06

1/2 9250-15-320* 3/4-16 UNF Poppet Left hand – yellow grip 5.37 1.50 1.13 2.06

1/2 9250-16-320* 7/8-14 UNF Poppet Left hand – yellow grip 5.37 1.50 1.13 2.06

1/2 9250-334** 9/16-18 UNF Poppet Left hand – yellow grip 5.37 1.50 1.13 2.15

* -320 indicates lower sleeve spring force for easier connection when coupler is not mounted in a clamp.
** -334 couplers connect with ¼” ISO 7241-B series nipples.  

9200 Series Replacement Parts
Body 
Size Part Number Description Weight

(lbs.)

1/2 50001-211-0260 Interface O-Ring .01

9200 Series Dust Caps and Plugs 

Body 
Size Coupler Dust Cover Color/Material Nipple Dust Cap Weight (lbs.)

1/2 9507-4-1 Black Rubber 5209-4M .04

* Connects with 9250-334 couplers

Parker Hannifin Corporation
Quick Coupling Division
Minneapolis, MN 
www.parker.com/quickcouplings
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8010 Series Nipples

 

Body 
Size

Nipple
Part Number Port End Valve Type Length Largest  

Diameter Wrench Flats Weight
(lbs.)

1/4 H2-63-T6* 9/16-18 ORB Poppet 1.54 1.01 0.88 0.10

1/2 8010-4 1/2-14 NPTF Ball 1.95 1.23 1.06 0.20

1/2 8010-4P 1/2-14 NPTF Poppet 1.95 1.23 1.06 0.20

1/2 8010-15 3/4-16 ORB Ball 1.95 1.23 1.06 0.20

1/2 8010-15P 3/4-16 ORB Poppet 1.95 1.23 1.06 0.20

1/2 8010-16 7/8-14 ORB Ball 1.95 1.23 1.06 0.25

1/2 8010-16P 7/8-14 ORB Poppet 1.95 1.23 1.06 0.25

9200 Series
Lever Actuated
Accepts ISO 5675 nipples

Hydraulic Quick Couplings  
Connect Under Pressure


