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This product can expose you to chemicals including Lead, which is known to the State of California to cause cancer and 
birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.
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PAGE Fitting Collars - Size & Style

By Style

By Size

 
 
 

PAGE 
 

COLLARS

Hose Collar # 
Size 04 06 08 12 16 20 24 32 40 48 64

STW 
STB ST300 ST300 ST300 ST300 ST300 ST300 ST300 ST300

SCW 
SCB SC300 SC300 SC300 SC300 SC300 SC300 SC300 SC300 SC300

SCWV 
SCBV SC300 SC300 SC300 SC300 SC300 SC300 SC300 SC300 SC300 SC300

Size ST300 SC300

For use with
 STW/STB

For use with 
SCW/SCB,  

SCWV/SCBV

1/4" 04-ST300 04-SC300

3/8" 06-ST300 06-SC300

1/2" 08-ST300 08-SC300

3/4" 12-ST300 12-SC300

1" 16-ST300 16-SC300

1-1/4" 20Z-ST300 20-SC300

1-1/2" 24Z-ST300 24-SC300

2" — 32-SC300

3" — 48-SC300

4" — 64-SC300

Construction: Stainless Steel. 
NOTE: also available in carbon steel “CS”.

Inserts & Collars Sold Separately 
 
Examples: 
If you need a Female JIC Swivel Fitting for a 08-SCW Hose (1/2" Convoluted), place an order for 
(1) 08-08 FJX-S and (1) 08-SC300. 
 
If you need a Male Pipe Fitting for a 12-STW Hose, place an order for (1) 12-12 MP-S and (1) 12-ST300.

NOTE: The PAGE fitting call-out does not follow traditional Parker fitting nomenclature. The end size and hose size are reversed. 
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