Assembly tooling

WorkCenter for EO2-FORM high pressure tube connections

Tube | Clamping dies | Clamping dies for Forming pin for Forming pin for
0O.D. for steel tubes | stainless steel tubes steel tubes stainless steel tubes
14} Order code Order code Fxs Order code Order code')?)

T8x<15 | BF3EO218X1.55 BF3E0218X1.555
18-L | MF3EO2P318 | MF3EO2P3185S 18x2.0 | BF3BEO218X2S BF3EO218X2SS

20x2.0 | BF3E0220X2S BF3E0220X2SS

20x2.5 | BF3E0220X2.55 BF3E0220X2.5SS
20-S | MF3EO2P320 | MF3EO2P320SS 20x3.0 | BF3E0220X3S BF3E0220X3SS

20x3.5 | BF3EO220X3.55

22x1.5 | BF3E0222X1.55 BF3E0222X1.55S
22-L | MF3EO2P322 | MF3EO2P3225S 29x2.0 | BF3EO222X2S BF3EO222X2SS

25x2.0 | BF3EO225X2S BF3E0225X2SS

25x2.5 | BF3E0225X2.5S BF3E0225X2.5SS
25-S | MF3EO2P325 | MFSEO2P3258S 25x3.0 | BF3E0225X3S BF3E0225X3SS

25x4.0 | BF3E0225X4S

28x2.0 | BF3EO228X2S BF3E0228X2SS
28-L | MF3EO2P328 | MF3EO2P3285S 28x2.5 | BF3E0228X2.55 BF3E0228X2.55S

28x3.0 | BF3E0228X3S

30x2.5

30x3.0 | BF3EO230X3S BF3E0230X3SS
30-8 | MF3EQ2P330 | MFSEO2P330SS 30x4.0 | BF3EO230X4S BF3E0230X4SS

30x5.0 | BF3EO230X5S

35x2.0 | BF3EO235X2S BF3EO235X2SS
35-L | MF3EO2P335 | MF3EO2P335SS 35x2.5 BF3E0235X2.55S

35x3.0 | BF3E0235X3S BF3E0235X3SS

38x3.0 | BF3EO238X3S BF3E0238X3SS

38x4.0 | BF3E0238X4S BF3E0238X4SS
38-S | MF3EO2P338 | MF3EO2P338SS 38x5.0 | BF3EO238X5S BF3E0238X5SS

38x6/7 | BF3E0238X6+7S

42x2.0 | BF3E0242X2S BF3E0242X2SS
42-L | MF3EO2P342 | MF3EO2P342SS 49x3.0 | BF3E0242X3S BF3E0242X3SS

Tools for hose connection DIN 71550

Clamping die set
MF3EO-2

N

Forming pin BF3EO-2

Tube Clamping dies for Forming pin for Forming pin for

0O.D. steel and stainless steel tubes steel tubes stainless steel tubes
(0] Order code D xs Order code Order code')?)
10 MF3EO2P310 10x1.5 BF3DIN7155010X1.5S
12 MF3EO2P312 12x1.5 BF3DIN7155012X1.5S BF3DIN7155012X1.5SS
15 MF3EO2P315 15x2.0 BF3DIN7155015X2S
18 MF3EO2P318 18x1.5 BF3DIN7155018X1.5S
20 MF3EO2P320 20x2.5 BF3DIN7155020X2.5S
22 MF3EO2P322 22x1.5 BF3DIN7155022X1.5S BF3DIN7155022X1.5SS
25 MF3EO2P325 25x2.0 BF3DIN7155025X2S BF3DIN7155025X2SS
28 MF3EO2P328 28x1.5 BF3DIN7155028X1.5S BF3DIN7155028X1.5SS

28x2.0 BF3DIN7155028X2SS

30 MF3EO2P330 30x1.5 BF3DIN7155030X1.5SS
32 MF3EO2P332 32x1.5 BF3DIN7155032X1.5S
35 MF3EO2P335 35x2.0 BF3DIN7155035X2SS

Tool compatibility:

Italic = Tools for EO2-FORM F3 WorkCenter
Regular = Tools for EO2-FORM F3 and PRO22 WorkCenter

Tool lifetime

Assembly tools are subject of wear and must be regularely (max. 50 assemblies)
cleaned and checked (Checking instructions see chapter E). Worn out tools can cause
dangerous assembly failures and must be replaced in time. Maximum lifetime can be

achieved by following factors:

Please select clamping die and forming pin according to tube dimension and mate-

rial.

1) All forming pins for stainless steel tubing are marked with a blue dot on front

surface.
2) Stainless steel tools are TiN coated.

Clamping die sets which are only used for stainless steel tubes should be marked

with the blue dot sticker to avoid us
Regular cleaning and checking

Proper tool selection and operation
Use of specified lubricant

e with steel tube.

Clean and corrosion-protected storage
Proper de-burring and cleaning of tube end
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